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LONG LIFE LUBRICANTS
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PREMIUM G 13 ANTIFREEZE

Organik G 13 Antifriz

\ G613
ORGANIC

Onerilen Performans Seviyeleri / Meets Requirements: VW/Audi/Seat/Skoda/Porsche TL 774 J (G13), TL 774 G (G12+ +)

,TL774 F (G12+), BS 6580, ASTM D 3306 VE 4985, SAE J 1034 .

Onerilen Referans Numaralari / Recommended Reference Numbers: Audi/Volkswagen : G 013 A8J 1G / G 013 A8J 1G

Mercedes-Benz 000 989 28 25 / 000 989 28 25 11 Porsche 000 043 301 47

Depolama / Storage: Acik alanda ambalajlar giines 1sigindan ve yagmurdan korunmalidir. / Packages located in open areas should be

protected from sunlight and rain.

Ambalaij Tipleri / Package Types : 16X1 LT/ 6X3 LT / 208 LT
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®

LONG LIFE LUBRICANTS

TR- Etilen glikol esasli, yeni nesil lobrid teknolojisi ile iretilmis konsantre ekstra uzun dmirly antifrizdir.
GB- Ethylene Glycol based concentrated extra long life antifreeze formulated from modern

Lobrid technology additives .

Ozellikleri ve Faydalari: Motorlu araclarda sogutma sistemini koruyarak, motorun hararetini disik
tutar ve 6mrinG uzahr. Sogutma sistemindeki kullanilan her tGrlG metal ve alasimlarin zerinde korozif
madde olusumunu &nler. Sogutma suyunun donma noktasini disirerek soguk iklimlerde genlesmeden
kaynaklanan catlama ve diger hasarlarin olusumuna engel olur. Sogutma suyunun kaynama noktasini
yUkselterek asiri isinma v.b. durumlarda sogutma suyunun hararet yapmasini engeller.

Pas ve korozyonu énler.

Specification and Advantages: Well-adjusted with all cooling system peaces including the aluminium
or composite radiators. Increases the effectiveness of the cooling system, decreases the warmth of the
engine and increases life. Prevents from corrosive substences on all light metal and corrosive alloys
which is used in cooling systems.Protects cooling water from freezing by decreasing the freezing point.
Prevents from cracking and other harms. Compatible with all seal swell materials.

Prevents form rust and corrosion.

Kanigim Yiizdesi /Dilution Percentage%, (Hacmen/by volume)

inorganik Antifriz / Inorganic Anti-freeze 50 % (1)
Su / Water 50 % (1)
Donma Noktasi, °C / Freezing Point, °C -36

Kaynama Noktasi,°C / Boiling Point, °C Min. 150

EUM PRODUCTS
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ORGANIC G 12 ANTIFREEZE LONG LIFE LUBRICANTS

Organik G 12 Antifriz

TR- Etilen glikol esash, YENI NESIL silanize-organik asit teknolojisi (Si-OAT) katiklarla retilmis konsantre
ekstra uzun 8mrli organik antifrizdir.
GB- Ethylene Glycol based concentrated extra long life antifreeze formulated from modern Silanized-

organic acid technology (Si-OAT) additives .

Kanisim Yiizdesi /Dilution Percentage%, (Hacmen/by volume)

inorganik Antifriz / Inorganic Anti-freeze 100 % (1) 50 % (1) | 40 % (3) | 25 % (1)
Su / Water 0% (0) | 50% (1) | 60 % (2) | 75 % (3)
Donma Noktasi, °C / Freezing Point, °C -36 -24 -12

Kaynama Noktasi,°C / Boiling Point, °C Min. 163 | Min. 108 | Min. 100 | Min. 100

Onerilen Sartnameler / Meets Requirements : -
VW/Audi/Seat/Skoda/Porsche/TL 774 G (G12++)BS6580 * FWV Heft R 443 ¢ Afnor R 15/601 ¢ ASTM D 3306 and 4985 ¢ SAE J 1034 JIS K 2234

KSM 2142 « NATO S 759 + CUNANC 956-16 » UNE 26361-88 * Mercedes MB 325.3 ¢ Ford ESE M97B49-A « CUMMINS 85T8-2 / 90T8-4

Man N. Man 248 /324 * Wartsilia 32-9011 © Pegaso ®* GM US 6277 M / 1899M ¢ Renault 41-01-001 ¢ Ford WSS-M97B44-C e Chrysler MS 9176

Mack 014GS17004 / 014GS17004 » Man B&W D 36 5600 * Navistar B-1, Type Ill * Volvo (Reg. N° 260) * Opel GM QL 130100 =
Leyland Trucks LTS 22 AF 10 e John Deere H 24 B1 and C1 * Deutz/MWN 0199-2091 2 Auflage .

Depolama / Storage: Acik alanda ambalajlar giines 1sigindan ve yagmurdan korunmalidir. / Packages located in open areas should be PETROLEUM PRODUCTS
protected from sunlight and rain. d
Ambalaj Tipleri / Package Types : 16X1 LT / 6X3 LT / 208 LT dew.com.tr
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ORGANIC ANTIFREEZE LONG LIFE LUBRICANTS

Organik Antifriz

TR- Etilen glikol esasli, saf / konsantre sulandirilarak kullanilan organik (OAT) antifrizdir.

GB- Ethylene Glycol based, consantrated organic (OAT) antifreeze.

PETROLEUM PRODUCTS

Kanisim Yiizdesi /Dilution Percentage%, (Hacmen/by volume)

ORGANIC

Koruma!
e inorganik Antifriz / Inorganic Anti-freeze 60 % (3) | 50 % (1) | 40 % (2)
Su / Water 40% (2) | 50 % (1) | 60 % (3)
Donma Noktasl, °C / Freezing Point, °C -50 -36 -24
Kaynama Noktasi,°C / Boiling Point, °C Min. 110 | Min. 108

Onerilen Sartnameler / Meets Requirements :
TS 3582 Porshe/VW/Audi/Seat/Skoda/TL TL 774-C (G11)

****yukanda belirtilen performans seviyeleri, Grine hacmen %50 su katilarak kullanilmasi durumunda énerilmektedir.**

Depolama / Storage: Acik alanda ambalajlar gines 1sigindan ve yagmurdan korunmalidir. / Packages located in open areas should be
protected from sunlight and rain.
Ambalaj Tipleri / Package Types : 12X1,5 LT / 6X3 LT / 16 KG / 208 LT

i [ & @ /dewlubricants www.dew.com.ir




ew.

LONG LIFE LUBRICANTS

ORGANIC ANTIFREEZE -56

Kullanima Hazir Organik Antifriz

TR- Etilen glikol esasli, kullanima hazir (-56°C’ye kadar koruma) organik antifrizdir. Kis aylarinda
-30°C sicakliklar yasanan bélgelerde bu Grinin su katlmadan radyatérlerde kullanilmasi énerilir.
Daha sicak ilkim kosullarinda su katilmadan da kullanilabilir veya, hacmen %15-20 su katilarak

-33/-37°C koruma seviyesi saglanarak da kullanilabilir.

GB- Ethylene Glycol based, ready to use (protection until -56°C) organic antifreeze.

Recommended to use this product in radiators, without adding water especially in arctic climate regions
(-30 ° C or lower). For normal climate regions, can be used no dilution with water or, can be use adding
%15-20 (by volume) water into antifreeze to obtain -33/-37°C protection level.

Kanisim Yiizdesi /Dilution Percentage%, (Hacmen/by volume)

inorganik Antifriz (-56) / Inorganic Anti-freeze (-56) 100% | 80%
Su / Water - 20 %
Donma Noktast, °C / Freezing Point, °C -56 -36
Kaynama Noktasi,°C / Boiling Point, °C Min. 108 | Min. 105

Onerilen Sartnameler (Su katilmadan kullanimda)
Meets Requirements (No Dilution With Water):
TS 3582, VWTL774-C (G11), ASTM D 4985/3306 , BS 6580 , MAN 324 TYP NF , MB 325.0 , SAE J1034

Depolama / Storage: Acik alanda ambalajlar giines 1gigindan ve yagmurdan korunmalidir. / Packages located in open areas should be
protected from sunlight and rain.

Ambalaj Tipleri / Package Types : 6X3 LT / 16 KG /208 LT
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LONG LIFE LUBRICANTS

ORGANIC ANTIFREEZE -40

Kullanima Hazir Organik Antifriz

TR- Etilen glikol esasli, kullanima hazir (-40°C’ye kadar koruma) organik antifrizdir. Araclarda,
sulandinimadan radyatérde kullaniimasi énerilir.

GB- Ethylene Glycol based, ready to use (protection until -40°C) organic antifreeze. Recommended
to use in radiators of vehicles no dilution with water.

v}
E
15Lle

E Kullanima

S| mariise Kanigim Yiizdesi /Dilution Percentage%, (Hacmen/by volume)

E - - H u g o . .

e (] Inorganik Antifriz (-40) / Inorganic Anti-freeze (-40) 100 % 95 %

B i

;:gr - Su/ Water - 5%

Donma Noktasi, °C / Freezing Point, °C -40 -35
Kaynama Noktasi,°C / Boiling Point, °C Min. 108 | Min. 106

Onerilen Sartnameler (Su katlmadan kullanimda) =
Meets Requirements (No Dilution With Water):

TS 3582, VW TL 774 D (G12), BS 6580 , ASTM D 3306 VE 4985 , SAE J 1034 , MB 325.3 , FORD WSS-M97B44-D,

Chryisler MS 9176 , Cummins 90T8-4 , Man 324 TYP SNF , GM 6277M , Volvo (Reg. N° 260) , Opel GM QL 130100

Depolama / Storage: Acik alanda ambalajlar gines 1sigindan ve yagmurdan korunmalidir. / Packages located in open areas should be =

protected from sunlight and rain.

Ambalaj Tipleri / Package Types : 16X1 LT/ 12X1,5 LT/ é6X3 LT/ 16 KG / 208 LT 7 3 - d"”"’“““””’”””””S
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INORGANIC ANTIFREEZE LONG LIFE LUBRICANTS

inorganik Antifriz

TR

TR- Etilen glikol esasli, saf / konsantre sulandirlarak kullanilan inorganik antifrizdir.

GB- Ethylene Glycol based, consantrated inorganic antifreeze, it is diluted with water before use.

Kanigim Yiizdesi /Dilution Percentage%, (Hacmen/by volume)

inorganik Antifriz / Inorganic Anti-freeze 60 % (3) | 50 % (1) | 40 % (2)
INGRBANIC ’ Su / Water 40 % (2) | 50 % (1) | 60 % (3)
ANTIFREEZED. Donma Noktast, °C / Freezing Point, °C -50 -36 -24
Kaynama Noktasi,°C / Boiling Point, °C Min. 110 | Min. 108 -

Onerilen Sartnameler / Meets Requirements :
TS 3582 Porshe/VW/Audi/Seat/Skoda/TL TL 774-C (G11)

ook ok

yukarida belirtilen performans seviyeleri, rine hacmen %50 su katilarak kullaniimasi durumunda &nerilmektedir. **

Depolama / Storage: Acik alanda ambalaijlar gines 1sigindan ve yagmurdan korunmalidir. / Packages located in open areas should be
protected from sunlight and rain.
Ambalaj Tipleri / Package Types : 16X1 LT / 6X3 LT / 16 KG /208 LT
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INORGANIC ANTIFREEZE -56

Kullamima Hazir inorganik Antifriz

(556

INORGANIC

Onerilen Sartnameler (Su katilmadan veya %15-20 hacmen su katilarak kullanimda)
Meets Requirements (No Dilution With Water or adding water %15-20 by volume):
TS 3582, VW TL774-C (G11), ASTM D 4985/3306 , BS 6580 , MAN 324 TYP NF , MB 325.0 , SAE J1034

Depolama / Storage: Acik alanda ambalajlar gines isigindan ve yagmurdan korunmalidir. / Packages located in open areas should be

protected from sunlight and rain.

Ambalaj Tipleri / Package Types : 16X1 LT/ 6X3 LT / 16 KG / 208 LT
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LONG LIFE LUBRICANTS

TR- Etilen glikol esasli, kullanima hazir (-56°C’ye kadar koruma) inorganik antifrizdir. Kis aylarinda
-30°C sicakliklar yasanan bélgelerde bu Grinin su katlmadan radyatérlerde kullanilmasi énerilir.
Daha sicak ilkim kosullarinda su katilmadan da kullanilabilir veya, hacmen %15-20 su katilarak
-33/-37°C koruma seviyesi saglanarak da kullanilabilir.

GB- Ethylene Glycol based, ready to use (protection until -56°C) inorganic antifreeze.

Recommended to use this product in radiators, without adding water especially in arctic climate regions
(-30 ° C or lower). For normal climate regions, can be used no dilution with water or, can be use adding
%15-20 (by volume) water into antifreeze to obtain -33/-37°C protection level.

Kanigim Yiizdesi /Dilution Percentage%, (Hacmen/by volume)

inorganik Antifriz (-56) / Inorganic Anti-freeze (-56) 100% | 80%
Su / Water - 20 %
Donma Noktasi, °C / Freezing Point, °C -56 -36
Kaynama Noktasi,°C / Boiling Point, °C Min. 108 | Min. 105
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INORGANIC ANTIFREEZE -40 LONG LIFE LUBRICANTS

Kullamima Hazir inorganik Antifriz

TR- Etilen glikol esasli, kullanima hazir (-40°C’ye kadar koruma) inorganik antifrizdir. Araclarda,
sulandinimadan radyatérde kullaniimasi énerilir.

GB- Ethylene Glycol based, ready to use (protection until -40°C) inorganic antifreeze. Recommended
to use in radiators of vehicles no dilution with water.

Kanigim Yiizdesi /Dilution Percentage%, (Hacmen/by volume)

{ L40 Inorganik Antifriz (-40) / Inorganic Anti-freeze (-40) 100% | 95%
INGREANIC | Su / Water - 5%
- : Donma Noktasi, ° / Freezing Point, °C -40 -35
Kaynama Noktasi,° / Boiling Point, °C Min. 108 | Min. 106

Onerilen Sartnameler (Su katilmadan kullanimda)
Meets Requirements (No Dilution With Water):
TS 3582, VW TL774-C (G11), ASTM D 4985/3306 , BS 6580 , MAN 324 TYP NF , MB-325.0 , SAE J1034

Depolama / Storage: Acik alanda ambalajlar giines 1sigindan ve yagmurdan korunmalidir. / Packages located in open areas should be
protected from sunlight and rain.

Ambalaj Tipleri / Package Types : 16X1 LT/ 6X3 LT/ 16 KG /208 LT
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